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Declaration of Performance
1. DoP Reference

BLÜCHER® EuroPipe drainage pipework 
Systems: Ø40 - Ø315mm 

2. Product Description and Specification
Pipes and fittings of longitudinally welded  
stainless steel pipes with spigot and socket  
for waste water systems

3. Intended Use

4. Manufacturer Information
Name: BLÜCHER Metal A/S, 
Address: Pugdalvej 1, 7480 Vildbjerg,  
 DENMARK

  

5. Authorised Representative
N/A

6. Assessment and Verification of
 Constancy of Performance 
System 3

7. Relevant Harmonised Standard 
BS EN 1124, parts 1, 2 & 4

8A. Test Laboratorium
Danish Technological Institute  
Teknologiparken
Kongsvang Allé 29
8000 Århus C

8B. Test Report Reference No. 
Type Test: 599019, rev 1
Type Test: 1066064 
Type Test: 208306

9. Essential Characteristics 
Tightness of joints Requirements met
Joint Assembling Requirements met
Eleveated Temperature Cycle Requirements met
Marking / Photo Requirements met
Dimensions Requirements met
 
The performance of the product identified in points 
1 and 2 is in conformity with the set of declared 
 performances within point 9. This declaration of 
 performance is issued under the sole responsibility 
of the manufacturer identified in point 4.

Authorized Signatory
 Vildbjerg June 18, 2024 Martin Frølund, NPD & Portfolio Director 

  
 Place, date Name and title Signature

In accordance with BS EN 1124-1 - (EU) CPR 305/2011

DOP-BS-EN1124-1-002


